
Common U-Joint Kits by Series

Driveshaft Series
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Vehicle 
Type

Spicer® Service Kit
(Greaseable unless noted)

Spicer Life® OE Kit
(Greaseable)

Spicer Life® OE Kit
(Non-Greaseable)

1210
1310

1310 aluminum
1310/7260*

1310 (Wheel Joint)
1310SPEC

1330
1330 aluminum

1330SPEC
1330/S44*

1330/7290*
1350

1350/SPL30 aluminum
1350 x S44*

1355 AAM*

1410

1410 aluminum
1415 AAM*

1480/SPL55

1480/SPL55 (Wheel Joint)*

1485 AAM*

1485 AAM (Wheel Joint)*
1550/SPL70

SPL70 (Wheel Joint)*

7260*

7290*

S44*

SPL90/SPL100
SPL140

SPL170
SPL250

SPL350
1610 (Full Round)

1610 (Half Round)
1650

1710 (Full Round)
1710 (Half Round)

1760 (Full Round)
1760 (Half Round)

1800 (Full Round)
1810 (Full Round)

1810 (Half Round)
1880 (Full Round)

5-443X
5-153X

-
-

-
5-1201X

5-213X
-

5-1204X
5-212X

-
5-178X

-
5-3205X

5-3208X ***

5-160X

-
5-3207X***

5-188X

-

5-3206X***

-
5-155X

-

5-1306X

5-1309X

5-3147X

-
-

-
-

-
5-279X

5-674X
5-165X

5-280X
5-675X

5-407X
5-677X

5-124X
5-281X

5-676X
5-308X

-
5-1310-1X**

-
-

-
-

5-1330-1X**
-

-
-

-
5-1350-1X**

-
-

-

5-1410-1X**

-
-

SPL55-1X

SPL55-4X

-

-
SPL70-1X
SPL70-4X

-

-

-

SPL100-1X
SPL140X

SPL170-4X
SPL250-3X

SPL350X
-

-
-

-
-

-
-

-
-

-
-

-
5-1310X

5-3613X†

5-788X

5-760X
5-7439X

5-1330X
5-3614X†

5-7438X
5-793X

5-7437X
5-1350X

5-3615X†

1350 (Wheel Joint)* - - 5-7166X

-

-

5-1410X

5-3616X†

-

SPL55X

SPL55-3X

-

5006813
SPL70X

-

5-789X

5-811X

5-795X

-
-

SPL170-SF4X
SPL250-SF3X

SPL350SFX
-

-
-

-
-

-
-

-
-

-
-

* Wheel joint or non-Spicer series - will not be on yoke ruler. Identify u-joint kit using Spicer K-350 Catalog.   ** Zerk in Cap  ***Non-Greaseable
† Used in aluminum driveshafts. U-joint has coated caps.
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